
www.xprgroup.com 1

Standalone Elevator
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APPLICATION NOTE
Standalone Access

D002
How to make standalone

elevator using 
XPR standalone

keypads/prox readers

All product specifications are subject to change without notice.

Elevator up to 8 floors can be made using standalone keypads or prox readers.
Standalone elevator can be made with EX6, EX6P, MTPAD-SA, MTPADP-EH-SA, INOX-SA.

Lift Controller
Contrôleur d’ascenseur
Controller dell’ascensore
Controlador de elevación
Aufzugscontroller
Liftcontroller

Enable lift button
Activer le bouton ascenseur
Habilitar el botón de elevación
Pulsante abilitazione ascensore
Aufzugstaste aktivieren
Lift knop inschakelen

Direct floor selection
Sélection directe de l’étage
Selezione diretta del piano
Selección directa del piso
Wahl des Stockwerks
Rechtstreekse verdiepingselectie

Example:
Make User with PIN Code 5555 that will have access to floors 2,3 and 7. Pressing PIN 5555 will enable buttons 2, 3 and 7

Add User on location 001 with PIN Code =5555:
Press 000+B
Press 0
Press 001
Press 5555
Press A
Press B

Assign outputs to User:
Press 000+B
Press 3
Press 001
Press 237
Press A
Press B

Make RB0408 as Slave device:
Press 000+B
Press 5
Press 1
Press A
Press B


